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FUENTES Y CONTROLADORES /
DRIVERS AND CONTROLLERS pg. 103
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SÍNDICE DE PRODUCTOS / PRODUCT INDEX

CONTROLADORES RGB Y RGBW / RGB AND RGBW CONTROLLERS

Pg. 114 Pg. 113 Pg. 113 Pg. 115

CONTROLADORES PANEL TÁCTILES / TOUCH PANEL CONTROLLER

CONTROL MONOCOLOR, RGBW POR VOZ / MONOCOLOR, RGB AND RGBW CONTROL BY VOICE

Pg. 112

Pg. 120

Pg. 124

Pg. 115

Pg. 121

Pg. 124 Pg. 123

Pg. 117

Pg. 121

Pg. 125

Pg. 118

Pg. 122

Pg. 125

Pg. 122 Pg. 123

CONTROLADORES MONOCOLOR, RGB Y RGBW MULTIZONA  / 
SINGLE-COLOR, RGB AND RGBW MULTIZONE CONTROLLER

CONTROLADORES MONOCOLOR /
SINGLE-COLOR CONTROLLER

Pg. 113 Pg. 116 Pg. 116Pg. 114 Pg.117 Pg. 118

FUENTES DE ALIMENTACIÓN / POWER SUPPLIES

Pg. 109A-109B Pg. 110-111 Pg. 111-111A Pg. 108 Pg. 109 Pg. 106-107

CONTROLES Tº COLOR/
Tº COLOR CONTROLLER

Pg. 119 Pg. 119

AMPLIFICADORES RGB Y RGBW /
RGB AND RGBW AMPLIFIERS

REGULADOR 0-10V /
0-10V DIMMER

REGULADOR TRIAC / 
TRIAC DIMMER

REGULADOR DALI / DALI DIMMER

REGULADOR PUSH / 
PUSH DIMMER

REGULADOR KNX / KNX DIMMER

Pg. 126

Pg. 128 Pg. 129

Pg. 127

Pg. 128

Pg. 129

Pg. 129

Pg. 127

Pg. 129

Pg. 129

CONTROL Y DECODIFICACIÓN DMX  / DMX CONTROL AND DECODER

CONTROL CASAMBI / CASAMBI CONTROLLER

Pg. 130

Pg. 138Pg. 137

Pg. 131

Pg. 138Pg. 137

Pg. 132

Pg. 139

Pg. 134 Pg. 135 Pg. 135

CONTROL SPI / SPI CONTROL

Pg. 131

Pg. 142

Pg. 132

Pg. 143

Pg. 140

Pg. 143

Pg. 141 Pg. 141 Pg. 142

Pg. 111B Pg. 111B-111C Pg. 111D Pg. 111E-111F Pg. 111G Pg. 111H
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OUTDOOR CONSTANT TENSION
DRIVERS

FUENTES DE TENSIÓN
CONSTANTE PARA INTERIOR

15W

25W

35W

50W

75W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

RS155
AC90-264V
5V
15W
62.5x51x28
IP20

RS255
AC90-264V
5V
25W
79x51x28
IP20

LRS355
AC90-264V
5V
35W
99x82x30
IP20

LRS505
AC90-264V
5V
50W
99x82x30
IP20

LRS755
AC90-264V
5V
72W
99x97x30
IP20

RS1512
AC90-264V
12V
15W
62.5x51x28
IP20

RS2512
AC90-264V
12V
25W
79x51x28
IP20

LRS3512
AC90-264V
12V
35W
99x82x30
IP20

LRS5012
AC90-264V
12V
50W
99x82x30
IP20

LRS7512
AC90-264V
12V
75W
99x97x30
IP20

RS1524
AC90-264V
24V
15W
62.5x51x28
IP20

RS2524
AC90-264V
24V
25W
79x51x28
IP20

LRS3524
AC90-264V
24V
35W
99x82x30
IP20

LRS5024
AC90-264V
24V
50W
99x82x30
IP20

LRS7524
AC90-264V
24V
75W
99x97x30
IP20

100W

150W

200W

320W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

LRS1005
AC90-264V
5V
90W
129x97x30
IP20

LRS1505
AC90-264V
5V
110W
159x97x30
IP20

RSP2005
AC90-264V
5V
200W
215x115x30
IP20

RSP3205
AC90-264V
5V
300W
215x115x30
IP20

LRS10012
AC90-264V
12V
100W
129x97x30
IP20

LRS15012
AC90-264V
12V
150W
159x97x30
IP20

RSP20012
AC90-264V
12V
200W
215x115x30
IP20

RSP32012
AC90-264V
12V
320W
215x115x30
IP20

LRS10024
AC90-264V
24V
100W
129x97x30
IP20

LRS15024
AC90-264V
24V
150W
159x97x30
IP20

RSP20024
AC90-264V
24V
200W
215x115x30
IP20

RSP32024
AC90-264V
24V
320W
215x115x30
IP20

OUTDOOR CONSTANT TENSION
DRIVERS

FUENTES DE TENSIÓN
CONSTANTE PARA INTERIOR

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-RS15XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-RS25XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LRS35XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LRS50XX.pdf
https://new.bslight.es/wp-content/uploads/2021/12/Ficha-tecnica-5.b.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LRS100XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LRS150XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-RSP200XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-RSP320XX.pdf
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CLASS II CONSTANT TENSION 
DRIVERS

FUENTES DE TENSIÓN 
CLASE II

8W

12W

16W

25W

35W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

APV85
AC90-264V
5V
7W
60x30x23.5
IP42

APV125
AC90-264V
5V
10W
77x40x29
IP42

APV165
AC90-264V
5V
13W
77x40x29
IP42

APV255
AC90-264V
5V
17,5W
84x57x29.5
IP42

APV355
AC90-264V
5V
25W
84x57x29.5
IP42

APV812
AC90-264V
12V
8W
60x30x23.5
IP42

APV1212
AC90-264V
12V
12W
77x40x29
IP42

APV1612
AC90-264V
12V
16W
77x40x29
IP42

APV2512
AC90-264V
12V
25W
84x57x29.5
IP42

APV3512
AC90-264V
12V
35W
84x57x29.5
IP42

APV824
AC90-264V
24V
8W
60x30x23.5
IP42

APV1224
AC90-264V
24V
12W
77x40x29
IP42

APV1624
AC90-264V
24V
16W
77x40x29
IP42

APV2524
AC90-264V
24V
25W
84x57x29.5
IP42

APV3524
AC90-264V
24V
35W
84x57x29.5
IP42

20W

35W

60W

100W

150W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

LPV205
AC90-264V
5V
15W
118x35x26
IP67

LPV355
AC90-264V
5V
30W
148x40x30
IP67

LPV605
AC90-264V
5V
40W
162.5x42.5x32
IP67

LPV1005
AC90-264V
5V
60W
190x52x37
IP67

LPV2012
AC90-264V
12V
20W
118x35x26
IP67

LPV3512
AC90-264V
12V
35W
148x40x30
IP67

LPV6012
AC90-264V
12V
60W
162.5x42.5x32
IP67

LPV10012
AC90-264V
12V
100W
190x52x37
IP67

LPV15012
AC90-264V
12V
150W
191x63x37.5
IP67

LPV2024
AC90-264V
24V
20W
118x35x26
IP67

LPV3524
AC90-264V
24V
35W
148x40x30
IP67

LPV6024
AC90-264V
24V
60W
162.5x42.5x32
IP67

LPV10024
AC90-264V
24V
100W
190x52x37
IP67

LPV15024
AC90-264V
24V
150W
191x63x37.5
IP67

LPV SERIES: OUTDOOR 
CONSTANT TENSION DRIVERS 

SERIE LPV: FUENTES DE TENSIÓN 
CONSTANTE EXTERIOR SERIE LPV

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-APV08XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-APV12XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-APV16XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-APV25XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-APV35XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV20XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV35XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV60XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV100XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV150XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV100XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-LPV150XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF40XX.pdf
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109A 109B

NPF SERIES: OUTDOOR 
CONSTANT TENSION DRIVERS 

SERIE NPF: FUENTES DE TENSIÓN 
CONSTANTE EXTERIOR SERIE LPV

40W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: :

NPF4012
AC90-264V
12V
40W
150x53x35
IP67

NPF40-24
AC90-264V
24V
40W
150x53x35
IP67

60W

90W

120W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

NPF6012
AC90-264V
12V
60W
150x53x35
IP67

NPF60-24
AC90-264V
24V
60W
150x53x35
IP67

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

NPF9012
AC90-264V
12V
90W
171x63x37,5
IP67

NPF90-24
AC90-264V
24V
90W
171x63x37,5
IP67

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

NPF12012
AC90-264V
12V
120W
191x63x37,5
IP67

NPF120-24
AC90-264V
24V
120W
191x63x37,5
IP67

PWM SERIES: OUTDOOR 
CONSTANT TENSION DRIVERS

SERIE PWM: FUENTES DE TENSIÓN 
CONSTANTE PARA EXTERIOR

40W

60W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

PWM4012
AC90-305V
12V
40W
150x53x35
IP67

PWM4024
AC90-305V
24V
40W
150x53x35
IP67

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

PWM6012
AC90-264V
12V
60W
150x53x35
IP67

PWM6024
AC90-264V
24V
60W
150x53x35
IP67

90W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

PWM9012
AC90-305V
12V
90W
171x63x37,5
IP67

PWM9024
AC90-305V
24V
90W
171x63x37,5
IP67

120W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

PWM12012
AC90-305V
12V
120W
191x63x37,5
IP67

PWM12024
AC90-305V
24V
120W
191x63x37,5
IP67
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XLG SERIES: OUTDOOR 
CONSTANT TENSION DRIVERS

SERIE XLG: FUENTES DE TENSIÓN 
CONSTANTE PARA EXTERIOR

110 111

ELG7512
AC100-305V 
12V
75W
244x71x37.5
IP67

ELG7524
AC100-305V 
24V
75W
244x71x37.5
IP67

75W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

ELG20012
AC100-305V 
12V
200W
244x71x37.5
IP67

ELG20024
AC100-305V 
24V
200W
244x71x37.5
IP67

200W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 
Certification:

ELG10012
AC100-305V 
12V
100W
244x71x37.5
IP67

ELG10024
AC100-305V 
24V
100W
244x71x37.5
IP67

100W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 
Certification:

ELG15012
AC100-305V 
12V
150W
244x71x37.5
IP67

ELG15024
AC100-305V 
24V
150W
244x71x37.5
IP67

150W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 
Certification:

ELG24024
AC100-305V 
24V
240W
244x71x37,5
IP67

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 
Certification:

ELG SERIES: OUTDOOR 
CONSTANT TENSION DRIVERS

SERIE ELG: FUENTES DE TENSIÓN 
CONSTANTE PARA EXTERIOR

300W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

ELG30012A
AC100-305V
12V
300W
246x77x39,5
IP67

ELG30024A
AC100-305V
24V
300W
246x77x39,5
IP67

240W

75W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

12V
75W
140x63x32
IP67

24V
75W

IP67

100W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

12V
100W

IP67

24V
100W

IP67

150W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

12V
150W
180x63x35
IP67

24V
150W
180x63x35
IP67

XLG7512A XLG7524A

XLG10012A XLG10024A

XLG15012A XLG15024A

AC320-390V AC320-390V

AC320-390V AC320-390V

AC320-390V AC320-390V

140x63x32

140x63x32 140x63x32

12V
200W
199x63x35
IP67

24V
200W

IP67

200W XLG20012A XLG20024A
AC320-390V AC320-390V

199x63x35

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG CONSTANT TENSION 
DRIVERS

SERIE HLG FUENTES DE TENSIÓN 
CONSTANTE PARA EXTERIOR

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG100H12 
AC90-264V 
12V
100W 
212X68X38,8
IP67

HLG100H24 
AC90-264V 
24V
100W 
212X68X38.8 
IP67

100W

120W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG120H12 
AC90-264V 
12V
120W 
212X68X38,8 
IP67

HLG120H24 
AC90-264V 
24V
120W 
212X68X38,8 
IP67

HLG100H48
AC90-264V 
48V
100W 
212X68X38.8 
IP67

HLG120H48
AC90-264V 
48V
120W 
212X68X38,8 
IP67

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF40XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF60XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF90XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF120XX.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ELG200XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ELG240XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ELG300XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-HLG185XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-HLG240XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-HLG3200XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF60XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF90XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-NPF120XX.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ELG200XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ELG240XX.pdf


RAIL VOLTAGE SOURCES
DIN

FUENTES DE TENSIÓN CARRIL 
DIN

F
U

E
N

T
E

S
 Y

 C
O

N
T

R
O

LA
D

O
R

E
S

 /
 D

R
IV

E
R

S
 A

N
D

 C
O

N
T

R
O

LL
E

R
S

111A 111B

185W

240W

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG185H12 
AC90-264V 
12V
185W 
222.2x68x38.8 
IP67

HLG240H12 
AC90-264V 
12V
240W 
244.2x68x38.8 
IP67

HLG185H24 
AC90-264V 
24V
185W 
222.2x68x38.8 
IP67

HLG240H24 
AC90-264V 
24V
240W 
244.2x68x38.8 
IP67

150W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG150H12 
AC90-264V 
12V
150W 
222.2x68x38.8 
IP67

HLG150H24 
AC90-264V 
24V
150W 
222.2x68x38.8 
IP67

HLG SERIES: CONSTANT 
TENSION DRIVERS

SERIE HLG :FUENTES DE TENSIÓN 
CONSTANTE PARA EXTERIOR

320W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG320H12
AC90-264V
12V
320W
252x90x43.8
IP67

HLG320H24
AC90-264V
24V
320W
252x90x43.8
IP67

480W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG480H12
AC90-264V
12V
480W
252x90x43.8
IP67

HLG480H24
AC90-264V
24V
480W
252x90x43.8
IP67

600W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

HLG600H12
AC90-264V
12V
600W
252x90x43.8
IP67

HLG600H24
AC90-264V
24V
600W
252x90x43.8
IP67

20W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

MDR-2012
AC90-264V
12V
20W
22,5x90x100
IP67

MDR-2024
AC90-264V
24V
20W
22,5x90x100
IP67

40W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

MDR-4012
AC90-264V
12V
40W
40x90x100
IP67

MDR-4024
AC90-264V
24V
40W
40x90x100
IP67

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

MDR-6012
AC90-264V
12V
60W
40x90x100

IP67

MDR-6024
AC90-264V
24V
60W
40x90x100

IP67

60W

100W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

MDR-10012
AC90-264V
12V
100W
55x90x100

IP67

MDR-10024
AC90-264V
24V
100W
55x90x100

IP67

120W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

NDR-12012
AC90-264V
12V
120W
40x125x113
IP67

NDR-12024
AC90-264V
24V
120W
40x125x113
IP67

HLG185H48 
AC90-264V 
48V
185W 
222.2x68x38.8 
IP67

HLG240H48 
AC90-264V 
48V
240W 
244.2x68x38.8 
IP67

HLG150H48 
AC90-264V 
48V
150W 
222.2x68x38.8 
IP67

HLG320H48
AC90-264V
48V
320W
252x90x43.8
IP67

HLG480H48
AC90-264V
48V
480W
252x90x43.8
IP67

HLG600H48
AC90-264V
48V
600W
252x90x43.8
IP67

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ELG300XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-HLG185XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-HLG240XX.pdf
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240W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

NDR-24012
AC90-264V
12V
240W
63x125x113,5
IP67

NDR-24024
AC90-264V
24V
240W
63x125x113,5
IP67

480W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

NDR-48012 
AC90-264V 
12V
480W 
85,5x125,5x128,5 
IP67

NDR-48024 
AC90-264V 
24V
480W 
85,5x125X128,5 
IP67

CONSTANT TENSION 
DRIVERS

FUENTES DE CORRIENTE 
CONSTANTE

25W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Regulable:
IP Rate: 

LCM-25
AC180-277V 
350 a 1050mA.
25,2W
1-10V.
IP67

40W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Regulable:
IP Rate: 

LCM-40
AC180-295V 
350 a 1050mA.
42W 

1-10V.Aux
IP67

FUENTES DE TENSIÓN CARRIL 
DIN

RAIL VOLTAGE SOURCES
DIN
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DIMMABLE SOURCES: 
PUSH-BUTTON/DALI

FUENTES REGULABLES: 
PUSH/DALI

30W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD23012

12V
30W
171,5x54x20
IP67

CVPD23024
AC100-277V
24V
30W
171,5x54x20
IP67

60W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD26012
AC100-277V
12V
60W
192,5x62x24

IP67

CVPD26024
AC100-277V
24V
60W
192,5x62x24

IP67

100W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD210012
AC100-277V
12V
100W
231x78x25,1
IP67

CVPD210024
AC100-277V
24V
100W
231x78x25,1
IP67

IP67

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD220012
AC100-277V
12V
200W
278x78x25,1
IP67

CVPD220024
AC100-277V
24V
200W
278x78x25,1
IP67

300W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD230012
AC100-277V
12V
300W
301x78x25,1
IP67

CVPD230024
AC100-277V
24V
300W
301x78x25,1
IP67

200W

AC100-277V

120W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD212012
AC100-277V
12V
120W
231x78x25,1
IP67

CVPD212024 
AC100-277V 
24V
120W 
231x78x25,1 
IP67

150W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD215012
AC100-277V
12V
150W
278x78x25,1

CVPD215024
AC100-277V
24V
150W
278x78x25,1
IP67

360W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVPD36012 
AC100-265V 
12V
360W 

276 x 78 x 47mm 
IP67

CVPD36024 
AC100-265V 
24V
360W 
276 x 78 x 47mm 
IP67

https://bslight.es/wp-content/uploads/2022/07/Ficha-Tecnica_CVPD23012.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD26012.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD210012.pdf
https://bslight.es/wp-content/uploads/2022/07/Ficha-Tecnica_CVPD23024.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD210024.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD26024.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD36012.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD36024.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD26012.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD26024.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD210012.pdf
https://bslight.es/wp-content/uploads/2022/08/Ficha-Tecnica_CVPD210024.pdf
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CVT DIMMABLE 
SOURCES: TRIAC

FUENTES REGULABLES 
CVT: TRIAC

30W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVT3012

12V
30W
155x54x20mm
IP20

CVT3024

24V
30W

IP20

60W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVT6012
AC200-240V
12V
60W
178x61 24mm

IP20

CVT6024
AC200-240V
24V
60W
178x61x24mm

IP20

100W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVT10012
AC200-240V
12V
100W
230x70x43mm
IP66

CVT10024 
AC200-240V 
24V
100W 
230x70x43mm 
IP66

AC200-240V

150W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVT15012
AC200-240V
12V
150W
256x78x47mm 
IP66

CVT15024 
AC200-240V 
24V
150W 
256x78x47mm 
IP66

200W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVT20012
AC200-240V
12V
200W
256x78 x47mm 
IP66

CVT20024 
AC200-240V 
24V
200W 
256x78 x47mm 
IP66

Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CVT30012
AC200-240V
12V
300W
276x78x47mm 

CVT30024 
AC200-240V 
24V
300W 
276x78x47mm 
IP66

300W

IP66

CVT DIMMABLE 
SOURCES: TRIAC

FUENTES REGULABLES 
CVT: TRIAC

DIMMABLE POWER 
SUPPLIES CV010: 0-10V

FUENTES REGULABLES 
CV010: 0-10V

60W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CV010-6024
AC100-265V
24V
60W
200 x 70 x 43mm
IP67

150W
Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CV010-150-12 
AC100-265V 
12V
150W 
256 x 78 x 47mm

IP67

CV010-150-24 
AC100-265V 
24V
150W 
256 x 78 x 47mm

IP67

200W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CV010-200-12 
AC100-265V 
12V
200W 
256 x 78 x 47mm 
IP67

CV010-200-24 
AC100-265V 
24V
200W 
256 x 78 x 47mm 
IP67

320W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CV010-320-12 
AC200-240V 
12V
320W 
276 x 78 x 47mm 
IP67

360W Item No.: 
Input Voltage 
Output Voltage: 
Power:
Size:
IP Rate: 

CV010-360-12 
AC100-265V
12V
360W 
276 x 78 x 47mm 
IP67

AC200-240V

155x54x20mm

CV010-320-12 
AC200-240V 
24V
320W 
276 x 78 x 47mm 
IP67

CV010-360-24 
AC100-265V
24V
360W 
276 x 78 x 47mm 
IP67
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RGB CONTROLLERS

RRGB

CVRRGB-T

Ref.
Ref.

CONTROLADORES RGB

Alimentación
Power Supply

12-24V DC

12-24V DC

PWM 12-24VDC 

PWM 12-24VDC

Salida
Output

Medida
Size

Comentario
Remarks

130x40x51mm 

84x64mm

Controlador manual /
Manual Controller
Controlador RF / RF Controller

3A canal/channel 

5A canal/channel

Carga Máx.
Máx. Charge

RGB

MONO
ZONA

RRGB

CVRRGB-T

84mm

130mm

6
4

m
m

3
0

m
m

3
1m

m
4

0
m

m

RGB MULTI-ZONE CONTROL

BS-T3M

BS-T3CV

BS-T3CC

Ref.
Ref.

CONTROL RGB MULTIZONA

Alimentación
Power Supply

batería 5V / Battery 5V

5-24VDC

12-48VDC

-

6A x 3 canales / 
channels

350/700/1050mA
x 3 canales / 
channels

10

-

-

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

145x55x22mm

175x44x30mm

175x44x30mm

Emisor RF para 10 zonas 
RGB / RF transmitter to 10 
RGB zones
Receptor tensión constante 
para BS-T3M / Constant 
voltage receiver to BS-T3M 
Receptor corriente constan-
te para BS-T3M / Constant 
current receiver to BS-T3M

Comentario
Remarks

RGB

MULTI
ZONA

BS-T3M BS-T3CC

BS-T3CV

175mm

170mm

4
4

m
m

3
0

m
m

145mm

5
5

m
m

2
2

m
m

SISTEMAS DE CONTROL RGB
RGB CONTROL SYSTEMS

RGB WALL MOUNT TOUCH PANEL

TM08E

Ref.
Ref.

PANEL TÁCTIL MURAL RGB

Alimentación
Power Supply

12-24VDC 5A x canal /
channel

3 canalesPWM /
3 Channels PWM

Carga Máx.
Max. Charge

Salida
Output

Medida
Size

80x80x41mm Controlador RGB /
RGB controller

Comentario
Remarks

MONO
ZONA

RGB

11,90mm

41,80mm

8
0

m
m

80mm
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RGBW MULTI-ZONE CONTROL

BS-T4

BS-T4CV

BS-T4CC

Ref.
Ref.

CONTROL RGBW MULTIZONA

Alimentación
Power Supply

Batería 5V / Battery 5V

5-24VDC

12-48VDC

-

5A x4 canales / 
channels

350/700/1050mA
x 4 canales / 
channels

8

-

-

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

145x55x22mm

175x44x30mm

175x44x30mm

Emisor RF para 8 zonas 
RGBW / RF transmitter to 8 
RGBW zones
Receptor tensión constante
para BS-T4 / Constant vol-
tage receiver for BS-T4
Receptor corriente constan-
te para BS-T4/ Constant
current receiver for BS-T4

Comentario
Remarks

RGB+W

MULTI
ZONA

BS-T4 BS-T4CC

BS-T4CV

175mm

170mm

4
4

m
m

3
0

m
m

145mm

5
5

m
m

2
2

m
m

V-SERIES RGBW CONTROLLER,
4 ZONES

BS-V8

BS-R45A

BS-R4CC

Ref.
Ref.

CONTROLADOR RGBW SERIE V,
4 ZONAS

Alimentación
Power Supply

3VDC (CR2032)

5-24VDC

12-48VDC

-

5A x 4 canales /
channels

350/700/1050mA x 4 canales / 
channels

Carga Máx.
Max. Charge

Medida
Size

145x40x12mm

175x44x30mm

175x44x30mm

Emisor RF 2,4GHz /
RF transmitter 2,4GHz
Receptor RF tensión constante 
para BS-V8 / Constant voltage 
RF receiver for BS-V8
Receptor RF corriente constante 
para BS-V8 / Constant current 
RF receiver for BS-V8

Comentario
Remarks

RGB+W

MULTI
ZONA

175mm

170mm

4
4

m
m

3
0

m
m

40mm 12mm

Remote

14
5

m
m

RGBW+WW CONTROLLER 

CVRRGBW+WW

Ref.
Ref.

CONTROLADOR RGBW+WW

Alimentación
Power Supply

AAAbateryx2pcs Emisor / 
Remote
12-24VDC Receptor / Receiver

4A x 5 canales / channel

Carga Máx.
Max. Charge

Medida
Size

150x40x13mm
85x45x23mm

Kit emisor + receptor 2.4GHz /
2.4GHz remote + receiver

Comentario
Remarks

RGB+ 
W+WW

40mm

85mm 13mm

15
0

m
m

4
5

m
m

2
3

m
m

MONO
ZONA

https://bslight.es/wp-content/uploads/2021/12/34.b.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-DX8.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-T4XX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-V8.pdf
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MONO
ZONA

SINGLE-COLOR PWM
REGULATORS

REGULADORES MONOCOLOR 
PWM

RMC-S

RMC

Ref.
Ref.

Alimentación
Power Supply

12-24VDC

12-24VDC

8A

8A

PWM 12-24V DC

PWM 12-24V DC

Carga Máx.
Max. Charge

Salida
Output

Medida
Size

89x50x58mm

110x56x34mm

Regulador manual / 
Manual dimmer
Regulador vía radio / 
Dimmer via radio

Comentario
Remarks

RMC
RMC

RMC-S

RMC-S

56 mm

110 mm 50mm

8
9

m
m

MONO 
COLOR

TM06E

Ref.
Ref.

Alimentación
Power Supply

12-24VDC 8A por canal/
channel

1 canal PWM

Carga Máx.
Max. Charge

Salida
Output

Medida
Size

80x80x41mm Regulador monocolor /
single-color dimmer

Comentario
Remarks

SINGLE-COLOR WALL 
TOUCH PANEL

PANEL TÁCTIL MURAL
MONOCOLOR

MONO 
COLOR

MONO
ZONA

8
0

m
m

80mm

3
6

,5
m

m

58mm

SINGLE-COLOR MULTIZONE
CONTROL

BS-T1

BS-T3CV

BS-T3CC

Ref.
Ref.

CONTROL MONOCOLOR
MULTIZONA

Alimentación
Power Supply

batería 5V /
Battery 5V
5-24VDC

12-48VDC

-

6A x3 canales /  
channels
350/700/1050mA x3 
canales / channels

8

-

-

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

145x55x22mm

175x44x30mm

175x44x30mm

Emisor RF para 8 zonas 
monocolor/ RF transmitter 
for 10 monocolor zones 
Receptor tensión constante 
para BS-T1 / Constant voltage 
receiver for BS-T1 
Receptor corriente constante 
para BS-T1 / Constant current 
receiver for BS-T1

Comentario
Remarks

MONO 
COLOR

MULTI
ZONA

T1 T3-CC

T3-CV

175mm

170mm

4
4

m
m

3
0

m
m

145mm

5
5

m
m

2
2

m
m

SISTEMAS DE CONTROL MONO COLOR
MONO COLOR CONTROL SYSTEMS 

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-T3XX.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-RMC.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-RMC-S.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-TM06E.pdf
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SINGLE-COLOR RF + DMX 
TOUCH PANEL

PANEL TÁCTIL MURAL
MONOCOLOR RF + DMX

MONO
COLOR

MULTI
ZONA

2,4
GHz

BS-DX5

BS-R45A

BS-R4CC

Ref.
Ref.

Alimentación
Power Supply

100-230VAC

5-24VDC

12-48VDC

-

5A x 4canales /
channels

350/700/1050mA x4
canales / channels

4

-

-

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

86x86x36mm

175x44x30mm

175x44x30mm

Panel RF+DMX para 4 zonas
monocolor / RF panel +DMX for
4 monocolor zones
Receptor RF tensión constante
para BS-DX5 / Constant voltage
RF receiver for BS-DX5
Receptor RF corriente constante
para BS-DX5 / Constant current
RF receiver for BS-DX5

Comentario
Remarks

BS-V5

BS-R45A

BS-R4CC

Ref.
Ref.

Alimentación
Power Supply

3 VDC (CR2032)

5-24 VDC

12-48 VDC

Carga Máx.
Max. Charge

Medida
Size

145x40x12mm

75x44x30mm

175x44x30mm

-

5A x 4 canales /
channels

350/700/1050mA 
x 4 canales / 
channels

Emisor RF 2,4GHz / RF transmitter
2,4GHz
Receptor RF tensión constante
para BS-V5 / Constant voltage RF
receiver for BS-V5
Receptor RF corriente constante
para BS-V5 / Constant current RF
receiver for BS-V5

Comentario
Remarks

SINGLE-COLOR SERIES  
CONTROLLER, 4 ZONES

CONTROLADOR MONOCOLOR 
SERIE, 4 ZONAS

MONO 
COLOR

MULTI
ZONA

RF
y DMX

175mm

170mm

4
4

m
m

3
0

m
m

86mm86mm

175mm

170mm

4
4

m
m

3
0

m
m

40mm 12mm

Remote

14
5

m
m

TM07E

Ref.
Ref.

Alimentación
Power Supply

12-24VDC 4A por canal/ 
channels

2 canal PWM

Carga Máx.
Max. Charge

Salida
Output

Medida
Size

80x80x41mm Regulador temperatura del color / 
Temperature color dimmer

Comentario
Remarks

TEMPERATURE COLOR DIMMERPANEL TÁCTIL MURAL Tª 
COLOR

Tº
COLOR

MONO
ZONA

MONO
COLOR

Tº
COLOR

TEMPERATURE CONTROL
OF MULTI ZONE COLOR

CONTROL DE TEMPERATURA 
DE COLOR MULTIZONA

MULTI
ZONA

BS-T2M

BS-T3CV

BS-T3CC

Ref.
Ref.

Alimentación
Power Supply

batería 5V /
Lithium battery

5-24VDC

12-48VDC

-

6A x 3canales /
channels

350/700/1050mA x3
canales / channels

8

-

-

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

145x55x22mm

175x44x30mm

175x44x30mm

Emisor RF para 8 zonas Tº de
color / RF transmitter for 8 zones 
Tº color  
Receptor tensión constante
para BS-T1 / Constant voltage
receiver for BS-T1
Receptor corriente constante
para BS-T1 / Constant current
receiver for BS-T1

Comentario
Remarks

175mm

170mm

4
4

m
m

3
0

m
m

145mm

5
5

m
m

2
2

m
m

8
0

m
m

80mm

3
6

,5
m

m

58mm

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-DX5.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-V5.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-T2M.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-TM07E.pdf
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RGBW WALL TOUCH PANEL

BS-ZG08

BS-ZG1029

Ref.
Ref.

PANEL TÁCTIL MURAL RGBW

Alimentación
Power Supply

100-230VAC

12-24VDC

30mts1 canal / 
1 Channel
4A x Canal /
4A x Channel

Distancia
Distance

Salida
Output

Medida
Size

86x86x29.1mm

145x46.5x16mm

Controlador RGBW /
RGBW controller
Receptor universal
4 en 1 Zigbee LED /
4 in 1 universal Zigbee 
LED controller

Comentario
Remarks

MONO
ZONA

RF
2.4Ghz

RGB+W

BS-ZGX8

BS-ZG1029

Ref.
Ref.

Alimentación
Power Supply

100-230VAC

12-24VDC

30 receptores /
30 receiver
4A x Canal / 
4A x Channels

4

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

86x86x29.1mm

145x46.5x16mm

Panel RF para 4 zonas RGBW / 
RF panel for 4 RGBW zones
Receptor universal 4 en 1 Zigbee 
LED / 4 in 1 universal Zigbee LED 
controller

Comentario
Remarks

RGBW WALL TOUCH PANEL, 
4 ZONES

PANEL TÁCTIL MURAL 
RGBW, 4 ZONAS

MULTI
ZONA

RF
2.4Ghz

RGB+W

19,4mm

8
6

m
m

6
0

,3
m

m

5
2

m
m

RGBW CONTROLLER 4 ZONES

BS-ZGV8

BS-ZG1029

Ref.
Ref.

CONTROLADOR RGBW, 4 ZONAS

Alimentación
Power Supply

Batería 3xAAA /
Battery 3xAAA
12-24VDC

30 receptores /
30 receiver
4A x Canal / 
4A x Channels

Carga Máx.
Max. Charge

Medida
Size

120x55x17mm

145x46.5x16mm

Emisor RF 2,4GHz /
RF transmitter 2,4GHz
Receptor universal
4 en 1 Zigbee LED /
4 in 1 universal Zigbee
LED controller

Comentario
Remarks

RGB+W

MULTI
ZONA

4

Zonas
Zones

RF
2.4Ghz

17mm

55mm

120mm

SISTEMAS DE CONTROL POR VOZ 
VOICE CONTROL SYSTEMS 

19,4mm

8
6

m
m

6
0

,3
m

m

5
2

m
m

145mm

46,5mm

16mm

145mm

46,5mm

16mm

145mm

46,5mm

16mm

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZG08.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZGV8.pdf
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SINGLE-COLOR WALL TOUCH 
PANEL

SINGLE-COLOR WALL TOUCH 
PANEL, 4 ZONES

BS-ZG06

BS-ZG1029

BS-ZG220V

BS-ZGX5

BS-ZG1029

BS-ZG220

Ref.
Ref.

Ref.
Ref.

PANEL TÁCTIL MURAL
MONOCOLOR

PANEL TÁCTIL MURAL  
MONOCOLOR,4 ZONAS

Alimentación
Power Supply

Alimentación
Power Supply

100-230VAC

12-24VDC

230VAC

100-230VAC

12-24VDC

230VAC

30 receptores /
30 receiver

230VAC/330W

30 receptores /
30 receiver
4A x Canal /
4A x Channe

230VAC/330W

1 canal /
1 Channel
4A x Canal /
4A x Channel

4

Carga Máx.
Max. Charge

Carga Máx.
Max. Charge

Salida
Output

Zonas
Zones

Medida
Size

Medida
Size

86x86x21.9mm

145x46.5x16mm

45x45x20.3mm

86x86x29.1mm

145x46.5x16mm

45x45x20.3mm

Regulador monocolor/ Sin-
gle-color dimmer
Receptor universal 4 en 1 
Zigbee LED / 4 in 1 universal 
Zigbee LED controller
Controlador con salida  
Triac 230VAC / Controller 
with Triac output 230VAC

Panel RF para 4 zonas monocolor / 
RF panel for 4 monocolor zones
Receptor universal 4 en 1 Zigbee 
LED / 4 in 1 universal Zigbee
LED controller
Controlador con salida Triac 
230VAC / Controller with Triac 
output 230VAC

Comentario
Remarks

Comentario
Remarks

MONO
ZONA

MULTI 
ZONA

RF
2.4GHz

MONO
COLOR

MONO
COLOR

19,4mm

19,4mm

8
6

m
m

6
0

,3
m

m

5
2

m
m

8
6

m
m

6
0

,3
m

m

5
2

m
m

SINGLE-COLOR SERIES  
CONTROLLER, 4 ZONES

BS-ZGV5

BS-ZG1029

BS-ZG220V 

Ref.
Ref.

CONTROLADOR MONOCOLOR
SERIE, 4 ZONAS

Alimentación
Power Supply

4.5VDC
(3 XAAABaterries)
12-24VDC

230VAC

4A x Canal /
4A x Channel

230VAC/330W

Carga Máx.
Max. Charge

Medida
Size

120x55x17mm

145x46.5x16mm

45x45x20.3mm 

Emisor RF 2,4GHz / RF transmitter 
2,4GHz
Receptor universal 4 en 1 Zigbee 
LED / 4 in 1 universal Zigbee LED 
controller
Controlador con salida Triac  
230VAC / Controller with Triac 
output 230VAC

Comentario
Remarks

MULTI
ZONA

MONO
COLOR

4

Zonas
Zones

2.4
Ghz

17mm

55mm

120mm

RGBRGBW 
+WW

RGBWW+WW

4 IN 1 RECEIVERRECEPTOR 4 EN 1

BS-ZG1029

Ref.
Ref.

Alimentación
Power Supply

12-24VDC 4A x Canal /
4A x Channel

Salida
Output

Medida
Size

145x46.5x16mm Receptor universal 4 en 1 Zigbee LED/ 4 
in 1 universal Zigbee LED controller

MONO COLOR, RGB, RGBW, RGBW+WW, 
W+WW

Comentario
Remarks

MONO 
COLOR

145mm

46,5mm

16mm

145mm

46,5mm

16mm

145mm

46,5mm

16mm

145mm

46,5mm

16mm

RECEPTOR PARA TODOS LOS CONTROLES ZIGBEE
RECEIVER FOR ALL ZIGBEE CONTROLS

https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZG06.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZGX5.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZGV5.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZG1029.pdf
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TEMPERATURE CONTROL
OF MULTI ZONE COLOR

TEMPERATURE COLOR
DIMMER

BS-ZGT2

BS-ZG1029

BS-ZG07

BS-ZG1029

Ref.
Ref.

Ref.
Ref.

CONTROL DE TEMPERATURA
DE COLOR MULTIZONA

REGULADOR TEMPERATURA
DE COLOR

Alimentación
Power Supply

Alimentación
Power Supply

4.5VDC
(3 XAAABaterries)

12-24VDC

100-230VAC

12-24VDC

4A x Canal /
4A x Channel

5A por canal/
channels
4A x Canal /
4A x Channel

Carga Máx.
Max. Charge

Carga Máx.
Max. Charge

Medida
Size

Medida
Size

120x55x17mm

145x46.5x16mm

86x86x29.1mm

145x46.5x16mm

Emisor RF para 4 zonas Tº de 
color / RF transmitter for 4 Tº 
color zones
Receptor universal 4 en 1 
Zigbee LED / 4 in 1 universal 
Zigbee LED controller

Regulador temperatura del 
color / Temperature color 
dimmer
Receptor universal 4 en 1 
Zigbee LED / 4 in 1 universal 
Zigbee LED controller

Comentario
Remarks

Comentario
Remarks

Tº
COLOR

Tº
COLOR

MULTI
ZONA

MONO
ZONA

4

1 Canal /
1 Channel

Zonas
Zones

Salida
Output

2.4
Ghz

2.4
Ghz

17mm

55mm

120mm

19,4mm

8
6

m
m

6
0

,3
m

m

5
2

m
m

230V TRIAC+PUSH DIMMER

BS-ZG220V

Ref.
Ref.

REGULADOR PUSH+TRIAC 230V

Alimentación
Power Supply

230VAC 30mts

Distancia
Distance

Medida
Size

45x45x20.3mm Controlador con salida Triac 
230VAC
Controller with Triac output
230VAC

Comentario
Remarks

TRIAC

MONO
ZONA

230V/330W

Salida
Output

RF
2.4Ghz

45,4mm

45,5mm

ZigBee GATEWAY WORKS
REMOTE CONTROLLER AND APP

ZigBee PASARELA WIFI PARA
APLICACIÓN IOS Y ANDROID

WIFI

MULTI
ZONA

BS-ZGGATEWAY

Ref.
Ref.

Alimentación
Power Supply

12VDC Multiple

Zonas
Zones

Medida
Size

110x85x24.2mm Puede ser controlado por teléfonos 
inteligentes o red doméstica /
Can be controlled by smart phones
or home network

Comentario
Remarks

110mm

85mm

24,2mm

145mm

46,5mm

16mm

145mm

46,5mm

16mm

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZGT2.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZG07.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZG220V.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-ZGGATEWAY.pdf


126 127

F
U

E
N

T
E

S
 Y

 C
O

N
T

R
O

LA
D

O
R

E
S

 /
 D

R
IV

E
R

S
 A

N
D

 C
O

N
T

R
O

LL
E

R
S

RGB AMPLIFIERAMPLIFICADOR RGB

21,5 mm
3 mm

3
0

m
m

2
1,

5
m

m 1,5mm

6
4

,5
 m

m

93 mm

CONTROLADORES / PASARELAS PARA  CUALQUIER DOMÓTICA 

BS-TRIAC

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

12-24VDC 1 canal /
1 channel

15A

Carga Máx.
Max. Charge

Medida
Size

Comentario
Remarks

167x52x24mm Regulador monocolor 
triac / Single-color 
triac dimmer

DIMMER BY TRIACREGULADOR POR TRIAC

167mm

170mm

5
2

m
m

2
4

m
m

TRIAC

PUSH

BS-PUSH-10

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

5-24VDC 1 canal /
1 channel

12A

Carga Máx.
Max. Charge

Medida
Size

Comentario
Remarks

175x44x30mm Regulador monocolor / 
Single-color dimmer

REGULADOR POR PULSADOR/0-10V   0-10V/PUSH-BUTTON DIMMER

175mm

170mm

4
4

m
m

3
0

m
m

ARGB120-T

ARGB120-T-4C

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

12-24VDC

12-24VDC

PWM 12-24VDC

PWM 12-24VDC

PWM 12-24VDC

PWM 12-24VDC

5A por 3 canales /
channels 

8A por 4 canales / 
channels
6A por 5 canales /
channels

Carga Máx.
Max. Charge

Medida
Size

104x65x24mm

104x70x34mm

ARGB120-T-5C 12-24VDCPWM 12-24VDCPWM 12-24VDC 147x70x34mm

0-10V

ARGB120-T-1C PWM 12-24VDC PWM 12-24VDC 12-24VDC 30A por 1 canal / 
channels

 85x62x20mm

https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-ARGB120-T-XX.pdf
https://bslight.es/wp-content/uploads/2021/12/59.b.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-PUSH-10.pdf
https://bslight.es/wp-content/uploads/2022/09/ARGB120-T-1C.pdf
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DLX1224-4C-DALI
BS-DALI-10
BS-DALI-220V

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

12-24VDC
12-24VDC
100-240VAC

PWM 12-24VDC
PWM 12-24VDC y 0-10V 
100-240VAC

DALI
DALI
DALI

10A máx. 
 10A canal / channel 

1.5A máx. / 200W

Carga Máx.
Max. Charge

Medida
Size

88x54x26mm
121x39x39mm
45,5x45x20,3mm

DALI DIMMERREGULADORES DALI

110 mm

3
9

 m
m

121 mm

Regulador/ Dimmer

DALI

BS-010-5

BS-PUSH-10

BS-010-350

BS-010-750

BS-010-1050

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

12-24VDC

5-24VDC

12-48VDC

12-48VDC

12-48VDC

3 canales PWM /
3 channels PWM
1 canal PWM /
1 channel PWM
1 canal CC /
1 channel CC
1 canal CC /
1 channel CC
1 canal CC /
1 channel CC

Tensión 0-10V

Tensión 0-10V
+ PUSH
Tensión 0-10V

Tensión 0-10V

Tensión 0-10V

5A /3 canales
/channel
12A/1 canal
/channel
350mA CC

700mA CC

1050mA CC

Carga Máx.
Max. Charge

Medida
Size

121x39x39mm

175x44x30mm

121x39x39mm

121x39x39mm

121x39x39mm

0-10V DIMMERREGULADORES 0-10V

110 mm

3
9

 m
m

121 mm

Regulador/ Dimmer

360W (24V)

288W (24V)

1-12 LEDS 1W

1-12 LEDS 3W

1-12 LEDS 5W

0-10V

PUSH

DALI

TRIAC

0-10V

157mm

44mm

22mm

BS-KNX

BS-KNX4

Ref.
Ref.

Comentario
Remarks

Salida
Output

Alimentación
Power Supply

Regulador KNX-para RGB /
Regulator KNX for RGB
Regulador KNX-para RGBW
Regulator KNX for RGBW

3x2,5A

4x2,5A

12-24VDC

12-24VDC

3X30W - 3X60W

4X30W - 4X60W

Carga Máx.
Max. Charge

Medida
Size

157X44X22mm

157X44X22mm

KNX CONTROLLERSREGULADORES KNX

KNX

170mm

53,8mm

28mm

BS-TOTAL

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

12-36VDC 1x(240-720W)

Carga Máx.
Max. Charge

Medida
Size

1X20A canal / channel 170x53,4x28mm

DALI+PUSH+ TRIAC+0-10V 
DIMMER

REGULADOR DALI+PUSH+ 
TRIAC+0-10V

DLX1224-4C-DALI

BS-DALI-10

BS-DALI-220V

45.5mm 

45.5mm 

Min.Set

LL NN

OUT

L

N

AC 100-240V

DA

DA DALI
 IN

PUT

25

19,4

5,1

51
,2

76,85,2 1,5

53
,4

5,2

87,2

22
,5

https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-010.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-TOTAL.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-DALI.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-KNX.pdf
https://new.bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-KNX.pdf
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DMX

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

12-24VDC

12-48VDC

12-48VDC

12-48VDC

12-48VDC

12-48VDC

PWM 12-24V DC

PWM 12-24V DC

PWM 350mA

PWM 700mA

0-10V

PWM 12-24V DC

Carga Máx.
Max. Charge

Medida
Size

Conectores
Connectors

166x67x41mm

166x67x41mm

166x67x41mm

166x67x41mm

166x67x41mm

170x53x35mm

Canon - RJ45

Canon - RJ45

Canon - RJ45

Canon - RJ45

Canon - RJ45

DMX DECODERDECODIFICADOR DMX

67mm

0308CV

0308CV-4C

0308CV-350

0308CV-700

0308CV-010V

0308CV-IP67

DMX512/1990

DMX512/1990

DMX512/1990

DMX512/1990

DMX512/1990

DMX512/1990

4A x 3 canales
/channels
4A x 4 canales
/channels
1-12 leds 1W -
3 canales /channels
1-12 leds 3W -
3 canales /channels
0-10V - 4 canales
/channels
4A x 3 canales
/channels

16
6

m
m

41mm

DMX

SPDMX4/2

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

DMX512/1990 100-230VACDMX512/1990 32Uds/salida 
32Units/Out

Carga Máx.
Max. Charge

Medida
Size

Conectores
Connectors

241x34,50x109,50mm Canon -XLR

SIGNAL DISTRIBUTOR DMX
4 PORTS

DISTRIBUIDOR SEÑAL DMX
4 PUERTOS

3
4

,5
0

m
m

241mm

10
9

,5
m

m

BS-DMX/SPI

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

5-24VDCSPI 5-24VDCDMX512/1990 1 canales / channels

Carga Máx.
Max. Charge

Medida
Size

Conectores
Connectors

166x67x41mm Canon

DMX-SPI DECODERDECODIFICADOR DMX-SPI

166mm

67mm

4
1m

m

DMX

SPI

SISTEMAS DE CONTROL CON DMX
DMX CONTROL SYSTEMS

https://bslight.es/producto/0308-cv-decodificador-dmx/
https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-SPDMX42.pdf
https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-BS-DMXSPI.pdf
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DMX

DMX
Inalám-

brico

BS-LT870

Ref.
Ref.

Alimentación
Power Supply

Señal entrada
Input signal

5-24VDCDMX 2,4GHz

Transmisión señal
Signal Transmission

Medida
Size

Conectores
Connectors

175x44x30mm Regleta de bornes / 
Terminal plate

DMX WIRELESS TRANSMITTERTRANSMISOR DMX INALÁMBRICO

175mm

170mm

4
4

m
m

3
0

m
m

DMX

SPI

0308CV-SPI2

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

5-24VDCSPI 5-24VDCDMX512/1990 1 canales / channels

Carga Máx.
Max. Charge

Medida
Size

Conectores
Connectors

175x44x30mm Tornillos / 
Screws

DMX-SPI DECODERDECODIFICADOR DMX-SPI

175mm

170mm

4
4

m
m

3
0

m
m

https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-0308CV-SPI2.pdf
https://bslight.es/wp-content/uploads/2021/06/Ficha-Comercial_prod-BS-LT870.pdf
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DMX

DXPACKU9

Ref.
Ref.

Características - Memoria
Characteristics - Memory

20K, 256 canales, 20 escenas /
20K, 256 channels, 20 sequences

Cable, manual, drivers y programa /
Wire, instructions, drivers and software

Accesorios
Accessories

USB-DMX INTERFACEINTERFACE USB-DMX

4
1m

m

9
2

m
m

78mm

Vista delantera / Front view Vista trasera / Back view

DMX

DMX

KE-2

Ref.
Ref.

Características - Memoria
Characteristics - Memory

Micro SD. 1024 canales. 200 escenas. 5 zonas /  
Micro SD. 1024 channels. 200 sequences. 5 zones

Cable, manual, drivers y programa /
Wire, instructions, drivers and software

Accesorios
Accessories

USB-DMX INTERFACE TOUCH 
PANEL

INTERFACE USB-DMX PANEL 
TÁCTIL

14
6

m
m

106mm

GU-2

Ref.
Ref.

Características - Memoria
Characteristics - Memory

5K. 128 canales. 24 escenas /  
5K. 128 channels. 24 sequences

Cable, manual, drivers y programa /
Wire, instructions, drivers and software

Accesorios
Accessories

USB-DMX INTERFACE TOUCH 
PANEL

INTERFACE USB-DMX PANEL 
TÁCTIL

86mm

8
6

m
m

8
6

m
m

GU-2

BS-DX8-RF/DMX

BS-1009FA

Ref.
Ref.

Alimentación 
Power Supply

12-24VDC

12-36VDC

-

5A x 4 canales /
channels

4

-

Carga Máx.
Max. Charge

Zonas
Zones

Medida
Size

86x86x36mm

178x64x22mm

Panel RF+DMX para 4 zonas RGBW / RF+DMX 
panel for 4 RGBW zones 

Receptor RF tensión constante para BS-DX-RF-
DMX / Constant voltage RF receiver for BS-
DX-RF-DMX Receptor RF corriente constante 
para BS-DX-RF-DMX / Constant current RF 
receiver for BS-DX-RF-DMX

Comentario
Remarks

RGBW RF-DMX WALL MOUNT 
TOUCH PANEL

PANEL TÁCTIL MURAL RGBW 
RF+DMX

MULTI
ZONA

RF
y DMX

RGB+W
178mm

6
4

m
m

2
2

m
m

86mm86mm

https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-DXPACKU9.pdf
https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-GU-2.pdf


136 137

F
U

E
N

T
E

S
 Y

 C
O

N
T

R
O

LA
D

O
R

E
S

 /
 D

R
IV

E
R

S
 A

N
D

 C
O

N
T

R
O

LL
E

R
S

BS-CA/P1

BS-CA/P2

Ref.
Ref.

Alimentación
Power Supply

Comentario
Remark

Battery (included) CR2430

Battery (included) CR2430

Negro / Black

Blanco / White

Medida
Size

90x90x12mm

90x90x12mm

CASAMBI INTERRUPTOR INTERRUPTOR CASAMBI

CASAM
BI

9
0

 m
m

CASAM
BI

BS-CA/2

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

230VAC 1 canal 0-10V, DALI /
1 channel 0-10V, DALI

Medida
Size

56,5x35,8x22,3mm

CASAMBI DIMMER WITH OUTPUT
0-10V, DALI

REGULADOR CASAMBI CON
SALIDA 0-10V, DALI

22,3mm

3
5

,8
m

m

56,5mm

SISTEMAS DE CONTROL CASAMBI
CASAMBI CONTROL SYSTEMS

https://new.bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-BS-CAPX.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-CA2.pdf
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CASAM
BI

BS-CA/4C

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

12-24VDC 4 canal PWM / 
4 PWM channel     

Carga Máx.
Max. Charge

Medida
Size

240W 87,2x53,4x25mm

RGBW CASAMBI DIMMER /
SINGLE-COLOR

REGULADOR CASAMBI RGBW/
MONOCOLOR

RGB+W

Tº
COLOR

MONO 
COLOR

30mm

18
m

m

56mm

72mm

3
,5

m
m

CASAM
BI

BS-CA/3

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

230VAC 150 W - 230 VAC
50 W - 230 VAC

Medida
Size

40,4x36,3x14mm

230V CASAMBI DIMMERREGULADOR CASAMBI 230V

Lamp. Incadencia /
Incadencia lamp 
Módulos LED AC regu-
lables / Dimmable AC 
LED modules
Bombillas LED y CFL/
LED and CFL bulbs

3
6

,3
m

m

40,4mm

14mm

HZHB250-J
HZK218B

HZK218C

HZK201

Ref.
Ref.

Características - Memoria
Characteristics - Memory

Sensor de presencia PIR / Presence sensor PIR
Sensor de presencia IR tipo pulsador (monoestable) /  
Presence sensor IR push button model (monostable)
Sensor de presencia IR tipo interruptor (biestable) /  
Presence sensor IR swich model (bistable)
Sensor de contacto / Contact sensor

250W
250W

250W

250W

100-240V AC
100-240V AC

100-240V AC

100-240V AC

2,50 mts
5-10 cm

5-10 cm

Al tacto / touch

Potencia Máx
Max Power

Entrada
Input

Detección
Detection

PRESENCE AND CONTACT 
SENSORS

SENSORES DE PRESENCIA Y 
CONTACTO

3
5

 m
m

19
 m

m

83 mm

2000 mm

CASAM
BI

BS-CA/4

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

12-24VDC 4 canal PWM / 
4 PWM channel 

Carga Máx.
Max. Charge

Medida
Size

240W 87,2x53,4x25mm

CASAMBI DIMMER RGBW /
SINGLE-COLOR + PUSH

REGULADOR CASAMBI RGBW /
MONOCOLOR + PULSADOR

RGB+W

Tº
COLOR

MONO 
COLOR

https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-CA3.pdf
https://bslight.es/wp-content/uploads/2021/12/76.b.pdf
https://bslight.es/producto/hz/
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CSMART/2

Ref.
Ref.

Alimentación
Power Supply

Emisor / Remote 3VDC (CR2032)
5VDC Receptor / Receiver

2450px

Carga Máx.
Max. Charge

Medida
Size

40x85mm Kit emisor + receptor /
Kit remote + receiver

Comentario
Remarks

CONTROLLER FOR CSMART/2 
DIGITAL LED

CONTROLADOR PARA LED 
DIGITAL CSMART/2

SPI

50mm

3
4

m
m

40mm

8
5

m
m

SPI

CSMART/3

Ref.
Ref.

Alimentación
Power Supply

5-24V/Segun tira
/ According strip

2048 Pixel

Carga Máx.
Max. Charge

Medida
Size

135x90x22mm Requiere programación /
Requires programming

Comentario
Remarks

CONTROLLER FOR CSMART/2 
LED DIGITAL

CONTROLADOR PARA LED DIGITAL 
CSMART/3

2
2

m
m

9
0

m
m

135mm

92mm

3
7m

m

3
0

m
m

AMPSPI

Ref.
Ref.

Alimentación
Power Supply

Salida
Output

Señal entrada
Input signal

5-24 VDCSPISEÑAL SPI

Medida
Size

92x37x30mm Cable / Wire

Conectores
Connectors

SPI DIGITAL STRIP AMPLIFIERAMPLIFICADOR PARA TIRA 
DIGITAL SPI

SPI

https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-CSMART2.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-CSMART3.pdf
https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-AMPSPI.pdf


142 143

F
U

E
N

T
E

S
 Y

 C
O

N
T

R
O

LA
D

O
R

E
S

 /
 D

R
IV

E
R

S
 A

N
D

 C
O

N
T

R
O

LL
E

R
S

BS-SPI.2

BS-SPI.3

Ref.
Ref.

Ref.
Ref.

Alimentación
Power Supply

Alimentación
Power Supply

5-12VDC

5VDC-2A

600 pixel

6 LED Controller

Carga Máx.
Max. Charge

Carga Máx.
Max. Charge

Medida
Size

Medida
Size

Salida
Output

Salida
Output

100x30.2x10.5mm

65x91x26mm

5-12VDC

Ethernet

Control wifi/push IEEE 802.11 
B,G,N WI-FI WEP, WPA, WPA2
MICRO-SD CARD SLOT

Comentario
Remarks

WIFI/PUSH CONTROL FOR
DIGITAL LED 600 PIXEL

SPI PLAYER CONTROL FOR LED
CONTROLLER

CONTROL WIFI/PUSH PARA
LED DIGITAL 600 PIXEL

CONTROL SPI PLAYER PARA LED 
CONTROLER

SPI

SPI SPI

WIFI WIFI

WIFI WIFI

91mm

6
5

m
m

2
6

m
m

BS-SPI.4

BS-SPI.LED

Ref.
Ref.

Ref.
Ref.

Alimentación
Power Supply

Alimentación
Power Supply

19VDC 3.34A

5VDC

Multiples controladores LED / 
Multiple Controllers LED

Rendimiento /
Performance: up to
4800 LEDs @ 30fps
(1600 LEDs @ 50fps).

Carga Máx.
Max. Charge

Carga Máx.
Max. Charge

Medida
Size

Medida
Size

Comentario
Remarks

Salida
Output

115x112x32mm

65x89x26mm Necesita control
(BS-SPI.3 o BS-SPI.4)
Para funcionar /
Need control (BS-SPI.3 
o BS-SPI.4) to work

Output: WS2811, 
WS2812b, WS2821 
and Sk6812 protocol 
family

SPI NODE CONTROL FOR
LED CONTROLLER

LED CONTROLLER

CONTROL SPI NODE PARA LED 
CONTROLER

LED CONTROLER

SPI

32mm

112mm

115mm

65mm

89mm

26mm

https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-SPI.2.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-SPI.3.pdf
https://bslight.es/wp-content/uploads/2021/05/Ficha-Tecnica_prod-BS-SPI.4.pdf
https://bslight.es/wp-content/uploads/2021/06/Ficha-Tecnica_prod-BS-SPI-LED.pdf
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